
Acrylic Baths 

Fitting Instructions

Before starting any installation project please consider the following:
Prior to drilling into walls, check there are no hidden electrical wires 
or cables or water supply pipes with the aid of an electrical detector.
If you use power tools do not forget:

- Wear eye protection
- Unplug equipment after use

Please keep these instructions for future reference and request of replacement parts



Acrylic Bath Fitting Instructions.

Please leave this instruction with the user.
Please inspect the bath prior to installation.

A protective film covers the inside of some models. This should be removed and the bath inspected 
prior to installation, as replacement for damaged products cannot be issued once installation has 
taken place.

Before you start.

Please note that whilst the feet supplied will take the initial weight of your bath, for stability and 
safety it is of paramount importance to construct a simple framework to support the rim of the bath. 
Examples of the framework are below:

1. Fix battens to the wall(s) ensuring that all coners are supported. Once in position the bath should 
be fixed to these battens (see fitting diagram). Then erect three or four upright struts along any 
fascia's that do not have batten supports, as well as supporting the bath, these will also be 
available to accommodate the panel (s). See Fig 1 & 2.

2. For wooden and chipboard floors it is advisable to fix sections of timber to the floor where the 
feet are to be positioned. This will help spread the weight across the joists, See Fig 3.

Fitting.

1. Place the bath face down on a clean flat surface.
2. Fix the support channel onto opposite ends of the raised board and fix into place with screws      

provided. Please ensure that the channels are straight and level.
3. Insert foot bolts into the support channels and hand tighten to the approximate height required.
4. Carefully place the bath into the required position, so that the battens support the rim of the 

bath. Complete framework to any fascia's, ensuring  that the height of the bath corresponds with 
your panel height requirement.

5. You are now ready to secure the bath, however before you do ensure that the bath is level at all
points.

6. Now tighten the feet into the final fixed position and screw down.
7. Fasten the bath to the framework using the battens on the underside of the rim.
8. Fit taps and waste and plumb all services.
9. Test all appliances before fitting your panel (fitting instructions are supplied with panel).

NB: Please ensure that you can gain easy access to all plumbing services.

Care Advice:

1. It is always best to run cold water into your bath before turning on the hot tap.
2. The bath should be cleaned immediately after use as to avoid grime build up which will be 

harder to clean later. Gritty cleaners should never be used.    



Fig 1

Fig 2

Fig 3

Please note.

In new buildings some shrinkage may occur in the timber floors. It is advisable therefore to inspect the 
leg fitment periodically and take up any shrinkage by adjusting the feet.

Where possible secure battens to wall to 
support the rim of the bath.

Support sides (Not supported by walls battens) 
with upright supports as shown in figure 2.

Right angle brackets (not 
included) can be used to fit the 
upright supports to the rim 
timbers.

The bath must be fixed to the battens and supports by 
screwing upwards into the timber rim support of the bath.
Caution:
Be sure screw penetration does not exceed 18mm (3/4”)
or damage may occur to the bath.  

Fix sections of timber to the 
floor to help spread the weight 
across the joists.



Aftercare Instructions.

Your fitting has a high quality finish and should be treated with care to preserve the visible surfaces.

All surface finishes will wear if not cleaned correctly, the only safe way to clean your product, is to 
wipe  with a soft damp cloth. Stains can be removed using washing up liquid. All bath cleaning powders
and liquids can damage the surface of your fitting even the non-scratch cleaners.

Guarantee.

All products are manufactured to the highest standards and a 25-year guarantee covers any defect in
manufacture.

Contact Details.

If you require further assistance please contact Heritage Sales and Technical Enquiries:

Sales :             0844 701 8501
Technical:       0844 701 8503

Email:      Technical@heritagebathrooms.com
Website: www.heritagebathrooms.com

Heritage Bathrooms
Unit 6 Albert Road
St Philips Central
Bristol
BS2 0XJ

(HFI Baths)                                                        (REV D3)
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